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ablation of the liver for hepatocellular carcinoma in a child. A one-and-a-half-year-old boy with
hepatoma in the left lobe of the liver, weighing 5.2 kg, is presented. His condition deteriorated and
he became severely jaundiced. He was treated with a combination of partial hepatectomy, TAE,
proton beam irradiation, and oral administration of adriamycin. Serum AFP and HCG returned to
normal levels, and the jaundice rapidly disappeared after operation.The present invention relates
generally to apparatus for analyzing images, and more specifically to image analysis apparatus with
adjustable magnification. Image processing tasks such as converting a document image to a digital
data format can be performed by an image processing apparatus, such as a digitizing station, a
scanner, or a printing system. In a digitizing station, a scanning device scans a physical document
(e.g., a piece of paper) onto a linear array of photosensors, which convert the physical document
image to an electrical document image. The photosensors convert the document image to a digital
data format and the digital data format is stored in a computer system. The computer system can
then perform image processing tasks, such as scaling the image, image rotation, image cropping,
etc. In a printing system, a scanning device scans a physical document (e.g., a piece of paper) onto a
linear array of photosensors, which convert the physical document image to an electrical document
image. The photosensors convert the document image to a digital data format. The digital data
format is transmitted to a printing device, which prints the data on a physical document. After
conversion to digital data format, image processing tasks in the digitizing station or printing system
can be performed by a processing computer. The processing computer is typically a stand-alone
processor such as an IBM-compatible personal computer. The
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